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Hydrapressed paving slabs with grass infill

Flush Mount Light Fixture
in Plaza Paving
NTS

Flush Mount Light Fixture
Detail
NTS

Bollard Light
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25mm sand setting bed

Compacted subgrade by others
Refer to civil drawings

.15m min. depth 19mm
minus crushed granular
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0.3m x 0.6m x .05m hydrapressed paving
slabs with shotblast finish

0.2m x 0.6m x .05m granite slabs with
non-slip flame finish

Mortar setting bed

Compacted subgrade by others
Refer to civil drawings

.15m min. depth 19mm
minus crushed granular

.3m min. depth 75mm
minus crushed granular
sub-base
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0.3m x 0.6m x .05m hydrapressed paving
slabs with shotblast finish

CIP concrete base, 32 MPA
reinforced w/ 10M @ .3m o.c.

0.2m x 0.6m x .05m granite slabs with
non-slip flame finish

Hydrapressed paving slabs with granite band
Scale 1:10

Hydrapressed paving slabs with granite band
set on mortar over concrete base - Loading Zone
Scale 1:10

Landscape Bench Schematic Detail
Scale 1:10

Bike Rack
Scale 1:20
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Hydrapressed paving slabs with grass infill

Flush Mount Light Fixture
in Plaza Paving
NTS

Flush Mount Light Fixture
Detail
NTS

Rebelle 'Sentry' Bollard
2868 Series
Colour: UBC Standard Grey
Manufacturer: Rebelle Architectural Lighting
(604)465-5739

Anchor bolt mount as
per manufacturer's speci cations

Concrete footing

Refer to electrical for
stubout locations

3/4" chamfer
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Bollard Light
Scale 1:20

Hydrapressed paving slabs with granite band
Scale 1:10

Hydrapressed paving slabs with granite band
set on mortar over concrete base - Loading Zone
Scale 1:10

Landscape Bench Schematic Detail
Scale 1:10

Bike Rack
Scale 1:20

10mm Stainless Rod with Alum. Flush Nut

38mm x 89mm Ipe Wood Members

89mm x 89mm Ipe Wood Member

19mm Galv. Steel

Sandblast finish concrete, square
corners, no chamfers
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Hydrapressed paving slabs with grass infill

Flush Mount Light Fixture
in Plaza Paving
NTS

Flush Mount Light Fixture
Detail
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Bollard Light
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'Ring' bike rack by
Landscape Forms,
six per concrete pad

Recess mount in concrete pad
as per manufacturer's instructions

Concrete pad over 150mm depth
19mm minus crushed granular
over approved compacted subgrade
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Tree Retention Legend

80mm Maple

Plant List
Symbol Qty. Botanical Name Common Name Scheduled Size Remarks

Trees

10 Acer rubrum 'Scarlet Sentinel' Scarlet Sentinel Red Maple 6cm Cal. W.B

Groundcovers & Perennials

Note: All landscape to be irri ated
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Landscape bench,
refer to detail

Bike racks,
refer to detail
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Parkade Exit
Greenwall

Concrete Paving
c/w Granite Bands

AGRONOMY ROAD

Detail #1

Detail #1

Bench

Proposed Road Alignment

Existing Road Alignment

Parkade Exit

0.9m wide x 0.9m deep continuous
structural soil trench with 0.6m high root
barrier both sides

Proposed Sidewalk

Planted Slope

Existing Sidewalk

Bench

Planted SlopePlanted Slope

Existing Boulevard

Existing SidewalkExisting Streetlight

PARKADE

Bollard Light (typ)
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Concrete Sidewalk w/
UBC standard Holland paver
inlay

0.3m x 0.6m hydrapressed concrete
paver slabs with granite band, typical,
refer to detail

Light fixtures set flush in paving,
typical, refer to detail

Area drain, typical

Concrete stairs and
handrail, by arch

Guard rail and
walls, by arch

0.3m x 0.6m hydrapressed concrete
paver slabs with granite band, typical,
refer to detail

0.3m x 0.6m hydrapressed concrete
paver slabs with granite band, typical,
refer to detail

Landscape bench,
refer to detail

Landscape bench,
refer to detail

Concrete bench,
by arch

Building signage as per
UBC Technical Guidelines

Building signage as per
UBC Technical Guidelines

Tree protection
fencing around
existing trees

0.3m x 0.6m hydrapressed
concrete paver slabs with granite
band mortared to concrete in
loading zone, refer to detail

Vehicular concrete
c/w sawcuts

Concrete paving with
sodded infill, refer to detail

Bollard light, typical

Perennials

Existing trees to be relocated, typical
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370mm maple Existing Tree to Remain
Install Protection Fencing
at Dripline (typ)

Existing Tree to be
Removed

Relocated Tree Location
80mm Maple

(Relocated)

Plant List
Symbol Qty. Botanical Name Common Name Scheduled Size Remarks

Trees

10 Acer rubrum 'Scarlet Sentinel' Scarlet Sentinel Red Maple 6cm Cal. W.B

Groundcovers & Perennials

375 Assorted Perennials #1 pot @ 0.45m o.c.

Sodded Lawn

Note: All landscape to be irrigated
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