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(4) SURFACE MOUNT TABS WITH
1/2" HOLE FOR ANCHORING. 
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Neoliviano  Backed Bench, 69in, Surface Mount, Wood
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This print is the property of Urban Accessories,
Inc. and is loaned to the recipient subject to be
returned on demand.  All contents herein are
confidential and must not be copied or submitted
to outside parties for examination without the
express written consent of Urban Accessories,
Inc.

If you received these documents in mistake
please contact sales@urbanaccessories.com.

Specifications
- Material will be high quality 100% grey iron,
ASTM A48 class 35b or better, hardness 170-223
brinell (unless specified otherwise; see below).

- Finish will be natural patina of raw material
(unless specified otherwise; see below).

- For cases of "or equal" consideration, our
finished, full size product should be compared with
the alternative product for general  quality, surface
finish, precise pattern work, metal characteristics,
and overall design aesthetics.

- Dimensions are nominal.

Finish:
Raw (standard)
Rust Conditioner
Polyester powdercoat (Specify color below)
Liquid coat (Specify color below)
Brush
Polish
Galvanized
Other: ___________

Additional Notes

Material:
Grey iron, ASTM A48 (standard)
Ductile iron, (required for all load ratings
higher than pedestrian)
ASTM A536 class 65-45-12
Aluminium, ASTM B26
Nickel Bronze, ASTM B584
Bronze, ASTM B584

- Cast in 1 piece.
- Weighs 28lbs in aluminum.

©.2019.Urban Accessories. All Rights Reserved
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1
2" Ø x 34" ALL THREAD

INTO EXPANSION ANCHOR
MIN 3" EMBED.

REMOVABLE STEEL CAP
ATTACHED WITH

(x2) 14" x 20 TC
TAMPER-RESISTANT
MOUNTING SCREWS

8" SCHED. 40 STEEL PIPE

3
8" x 1 12" FLAT BAR

WELD ATTACHED

85
8" [+/-]

35
7

8 " [+
/-]

J. BOX & LINE IN / LINE OUT
CONDUIT (BY OTHERS)

5W LED FIXTURE 1
4" THICK

PLEXIGLASS LENS

3
4" NUT, 12" Ø THREAD, TYP.

SPECIFICATIONS

465 E. FIFTEENTH ST.
TACOMA, WA 98421

(877) 487-0488

sales@urbanaccessories.com
www.urbanaccessories.com

Founded 1972

of Date:

Bollard
DG2
5W LED
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- Cast components will be of 100% recycled
aluminum; ASTM B261.

- Castings will be squared and flat, free of
burrs, slag, air pockets, blow holes, flashing,
and grinding or welding on exposed surfaces.
Excessive warping or shrinkage is not
acceptable.

- Fabricated components will be mild carbon
steel, ASTM A36.

- All visible welds to be ground smooth on
outside edges.

- Fabrication will be true to square, or
diameter and sized within 1/8".

- Finish to be powder coat, standard UA
color and applied per UA specifications. If
alternate color or finish is required, please
provide all finish information for UA approval.

- Dimensions shown are nominal.

- For cases of "or equal" consideration, our
finished, full size product should be
compared with the alternative product for
general quality, surface finish, precise
pattern work, metal characteristics, and
overall design aesthetics.

Front View Side View

Detail A
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REM/LOCK ASSEMBLY
(SEE EXPLODED ISO

FOR DETAILS.)

85
8" Ø  [+/-]

10 14" Ø [+/-]

DECORATIVE CAST
ALUMINUM CAP.

PADLOCK
(BY OTHERS)

ONE PIECE CAST
ALUMINUM CAP.

ONE PIECE WELDED
IN GROUND BASE WITH

#3 REBAR ANCHOR,
FEMALE PIPE SLEEVE
AND HASP FOR LOCK.

IMBED FLUSH TO GRADE.

ONE PIECE 8" SCH 40
BOLLARD BODY.

ONE PIECE WELDED
UPPER BASE PLATE WITH

MALE PIPE AND HASP HOLE.
THREADED TO RECEIVE

1
2" Ø ALL THREAD.

ONE PIECE CAST
ALUMINUM FOOT.

1
2" Ø ALL THREAD.

2" x 1" CHANNEL
WELDED TO BOLLARD BODY.

1
2" - 13 X 1 - 3 4" COUPLING NUT.

1
2" Ø ALL THREAD.

TAMPER RESISTANT BRASS NUT.

SPECIFICATIONS
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- Cast components will be of 100% recycled
aluminum; ASTM B261.

- Castings will be squared and flat, free of
burrs, slag, air pockets, blow holes, flashing,
and grinding or welding on exposed surfaces.
Excessive warping or shrinkage is not
acceptable.

- Fabricated components will be mild carbon
steel, ASTM A36.

- All visible welds to be ground smooth on
outside edges.

- Fabrication will be true to square, or
diameter and sized within 1/8".

- Finish to be powder coat, standard UA
color and applied per UA specifications. If
alternate color or finish is required, please
provide all finish information for UA approval.

- Dimensions shown are nominal.

- For cases of "or equal" consideration, our
finished, full size product should be
compared with the alternative product for
general quality, surface finish, precise
pattern work, metal characteristics, and
overall design aesthetics.
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Application 
LED recessed wall luminaire with asymmetrical light distribution for the 
illumination of ground surfaces, building entrances, stairs and footpaths.

Materials 
Luminaire housing constructed of die-cast aluminum marine  
grade, copper free (≤ 0.3% copper content) A360.0 aluminum alloy 
Clear safety glass  
Silicone applied robotically to casting, plasma treated for increased 
adhesion  
High temperature silicone gasket 
Mechanically captive stainless steel fasteners 
Stainless steel screw clamps 
Composite installation housing 

NRTL listed to North American Standards, suitable for wet locations 
Protection class IP65 
Weight: 1.5 lbs

Electrical 
Operating voltage			   120-277V AC 
Minimum start temperature		  -40° C 
LED module wattage		  4.1 W 
System wattage			   6.0 W   
Controlability			   0-10V dimmable 
Color rendering index		  Ra > 80 
Luminaire lumens			   231 lumens (3000K) 
LED service life (L70)		  60,000 hours

LED color temperature

 4000K - Product number + K4 
 3500K - Product number + K35 
 3000K - Product number + K3 
 2700K - Product number + K27 
 Amber - Product number + AMB

Wildlife friendly amber LED - Optional 
Luminaire is optionally available with a narrow bandwidth, amber LED 
source (585-600nm) approved by the FWC. This light output is suggested 
for use within close proximity to sea turtle nesting and hatching habitats. 
Electrical and control information may vary from standard luminaire.

LED module wattage		  3.6 W (Amber) 
System wattage			   4.6 W (Amber) 
Luminaire lumens			   56 lumens (Amber)

BEGA can supply you with suitable LED replacement modules for up to  
20 years after the purchase of LED luminaires - see website for details

Finish  
All BEGA standard finishes are matte, textured polyester powder coat with 
minimum 3 mil thickness.

Available colors 	  Black (BLK) 	  White (WHT)	  RAL:  
	  Bronze (BRZ)  	  Silver (SLV)	  CUS:

LED recessed wall luminaires - asymmetrical

BEGA  1000 BEGA Way, Carpinteria, CA 93013  (805) 684-0533  info@bega-us.com
Due to the dynamic nature of lighting products and the associated technologies, luminaire data on this sheet is subject to change at the discretion of BEGA North America. For the most current technical data, please refer to bega-us .com 
© copyright BEGA 2019    	 Updated 08/22/19

Type:
BEGA Product:
Project:
Modified:

LED recessed wall luminaires · asymmetrical

 LED  A   B   C

33 053 4.1 W 6 5⁄8   2 3⁄4   5

Fully enclosed luminaire with 
installation housing ensures 
seamless integration and 
weathertight operation.

100%  Recycled Plastic Slats
This product will not rot, splinter, or warp reducing maintenance costs over the life of the 

product.

Colours Available: Black, Grey, Redwood, Sand, Walnut

10 YEAR LIMITED WARRANTY
Durable Powder Coated  Aluminum Frame
Standard Colours: Brown Slate, Victor Ridge II, Nordic Lichen, 
Timeless Rust, Grey Gold, Textured Silver, Precious Sand, Groovy Red, 
Black Textured, Earth Clay, Noble Bronze, Modern Khaki, Flame Red, 
Pastel Orange, Signal Violet, Traffic Yellow, Ultramarine Blue, Water Blue, 
Yellow Green

Long Lasting Stainless Steel Hardware

Custom Powder Coating

(Setup Charges May Apply)

 Wheelchair Accessible one side (PKPTWC-8)

Umbrella with stand

Skate blocks

INST-13 Stainless steel bolt down kit 

65% Recycled Content By Weight
100% Recyclable

Wishbone Site Furnishings | #210-27090 Gloucester Way | Langley, BC CANADA V4W 3Y5
1.866.626.0476 sales@wishboneltd.com

Available Recycled Plastic Lumber Colours

Product Specifications

Customized SOlutions

Product Dimensions

Recycled Content

Parker Picnic Table 
Model Number : PKPT-6 (Reg)  PKPTWC-6, PKPTWC-8 (Wheelchair Accessible)

100% Canadian Made
Wishbone Ltd. provides an extended 
10 year limited warranty from the date 
of  invoice.

Visit us online at 
www.Wishboneltd.com

Table Height
Seat Height
Seat Depth

Total Length
Weight 

30 inches / 762 mm
18 inches / 457 mm
12 inches / 305 mm
6 feet / 183 cm
250lbs / 113 kg

Designer Notes
The Parker Picnic Table (part of the Parker Series) improves on exist-
ing features found in our other benches and picnic tables and adds 
some new ones! The simple curves were intentionally designed to 
match modern playground environments that incorporate curved 
shapes and non-linear forms.  The connecting structural pieces are 
made as narrow as possible so that the user does not have to step 
over a large unsightly object thus reducing the tripping hazard.  
The maximized spacing between the seats and table tops com-
bined with the curved leg design allows a person to slide into this 
picnic table without interference. Legs are centered but slope away.  
This picnic table also has wheelchair accessible extensions avail-
able on one or both ends (see Product Gallery photos). The table is 
made in 3 to 8-foot lengths.
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NOTE: GROWING MEDIA AND
VEGETATION NOT SHOWN FOR
GRAPHIC CLARITY. INSTALL EMPTY
TRAYS THEN FILL WITH GROWING
MEDIA TO SPECIFIED DEPTH (UP TO
8". SEE SPECIFICATIONS FOR
PLANTING METHOD (SEDUM
CUTTINGS, PLUGS, PREGROWN
TILES OR SEDUM MATS.)

Corporate Office: 79 SE Taylor Street, Suite 201 Portland, OR 97214
Telephone: (503) 327-8723  · www.columbia-green.com

DETAIL SCALE: ISSUE DATE:
TR1.02 PLANTED-IN-PLACE TRAY LAYOUT

PLANTED-IN-PLACE TRAY 3/4"=1'-0" 04/03/2014

VARIES

Corporate Office: 79 SE Taylor Street, Suite 201 Portland, OR 97214
Telephone: (503) 327-8723  · www.columbia-green.com

DETAIL SCALE: ISSUE DATE:
TR2.02 BALLAST ROCK PERIMETER

PLANTED-IN-PLACE TRAY  3"=1'-0" 04/03/2014

WIDTH VARIES
4" MIN.

TYP.

Corporate Office: 79 SE Taylor Street, Suite 201 Portland, OR 97214
Telephone: (503) 327-8723  · www.columbia-green.com

DETAIL SCALE: ISSUE DATE:
TR2.04 ROOF PENETRATION

PLANTED-IN-PLACE TRAY  3"=1'-0" 6/16/2014

WIDTH VARIES

Corporate Office: 79 SE Taylor Street, Suite 201 Portland, OR 97214
Telephone: (503) 327-8723  · www.columbia-green.com

DETAIL SCALE: ISSUE DATE:
TR2.05  WALKWAY- BALLAST ROCK

PLANTED-IN-PLACE TRAY  3"=1'-0" 04/03/2014
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